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I. INTRODUCTION 
This is the second scheduled quarter ly  repor t  of the work being 
performed on the measurement  of neutron spec t ra  in  liquid hydrogen for  
the National Aeronautics and Space Administration under Contract No. 
NAS 3-6217. The first quarter ly  repor t  for the period June 18 to  Sep- 
tember  17, 1965$was waived by NASA-Lewis in  favor of a monthly r epor t  
because the Principal  Investigator was working, with approval of NASA- 
Lewis, on another NASA contract (SNPC-27) during the month of July and 
could spend only a minimal amount of t ime on the subject contract  during 
the month of August for the same  reason. ~h e r e r o r e , t r e p c r t .  is, i u  
effect, a semiannual r epor t  and it includes a summary  of the resu l t s  for 
that  period of time. 
11. LIQUID HYDROGEN FACILITY 
The liquid hydrogen facility is a complex of the following compon- ; 
ents : 
1. 
2. 
3. 
4. 
5. 
6. 
7. 
Liquid hydrogen cryostat  
Valve package 
Connections f rom the LH 2 
age such as the flexible vent l ines and the vacuum 
jacketed fill and dump line. 
Gas cylinders and plumbing for distributing the gas-  
eous nitrogen o r  gaseous helium for purging and 
commonly r e fe r r ed  to as the "bottle farm". 
Transfer  l ines f rom the valve package to  the LH 
supply dewar.  
Remote control console 
Support s t ruc ture  for the LH 
cryostat  to the valve pack- 
2 
cryostat .  
2 
. 
1 
I 
Much of the work to  be  performed on this  contract  required the 
resetup of the LH facility. The following sections descr ibe the var ious 
components of the system and give in some detail  the problems, t e s t s ,  
and modifications that were  necessary to  re instate  the LH 
configuration a s  of the date of this report .  
2 
facility t o  i ts  
2 
A. Liquid Hydrogen Experimental Cryostat  
The LH experimental  cryostat  is the Ilheast" of the LH 2 2 
It contains 160 gallons of liquid hydrogen when completely filled. 
compartmented in such a way a s  to va ry  the thickness of hydrogen which 
the fas t  neutrons must  penetrate before escaping by the probe tube down 
the flight path to  the detector.  
each of which is composed of aluminum foil  and glass f iber  paper.  
mult i - layered ( super )  insulation is between the inner and outer dewar and 
it i s  under vacuum. During the fifteen months between the end of the last 
contract  and the s t a r t  of the present contract ,  the vacuum had, of course ,  
deter iorated.  
composed of a vacuum valve,  forepump, diffusion pump, vacuum readout 
s y s t e m ,  and flexible bellows. Numerous safety measu res  with backup 
precautions were  necessary to insure against  such things a s  cracking the 
oil iri the diffusicr; puzp and c~r , t imina t ing  the m-iiltilayer insulation space.  
The multi layer insulation contains numerous inters t i t ia l  spaces  and con- 
s t i tu tes  a n  excellent t r a p  fo r  the various gas  molecules.  
th i s  multi layer insulation space required severa l  weeks to  obtain a 
1. 8 x 10 
the experimental  work conducted under NAS 3 -42 14; therefore ,  pumping 
has  been discontinued temporarily.  When the cryostat  i s  in position for  
the LH measurements ,  pumping of the multi layer insulation will  be 
r e sumed  in  a n  effort to  obtain a vacuum bet ter  than 1. 8 x 10 
facility. 
It is 
The cryostat  is insulated by 90 layers ,  
The 
T o  per form the pumpdown required building a vacuum sys tem 
I 
Pumpdown of 
-5 mm of Hg vacuum which i s  satisfactory and as good a s  during 
-5 2 mm of Hg. 
mm of Hg is adequate for  the experiment,  -5 A vacuum of 1. 8 x 10 
however,  a be t te r  vacuum improves the insulation propert ies .  
2 The Buna-N t lO1t rings in  the vacuum valve attached to  the LH 
cryostat  were  replaced pr ior  to pumpdown since the cryostat  has  been in 
a high radiation field area f o r  over 15 months and these  ItO" rings could 
have sustained radiation damage. 
B. Valve Package 
The valve package and the associated gas ,  vacuum, and t r ans fe r  
l ines had t o  be completely cleaned before being placed in serv ice .  It is 
perhaps worthwhile t o  elucidate upon the details  of this  procedure and 
the purpose and careful  attention that th i s  procedure requires  so that 
a be t te r  understanding of this problem can  be obtained. 
age contains ten valves which see  LH 
electro-pneumatic remotely-operated extended s tem valves with the 
dump and f i l l  valves vacuum jacketed. 
s e a l  type. 
solenoid warm gas  valves f o r  emergency purge. 
the valve package f rom two different locations remoted 30 and 60 f t .  
respectively are gas  lines containing both remote -operated solenoid 
gas  valves  and thrott leable hand valves fo r  purging, evacuation, operation 
of the pneumatic valves ,  and remote readout of the pressure-vacuum of 
t h e  sys tem.  
a 40 f t .  vent line and a 30 f t .  t ransfer  line. 
The valve pack- 
o r  cold gas.  These valves a r e  2 
They a r e  of the metal- to-metal  
The valve package a l s o  contains three  remote-operated 
Directly connected to  
Also connected to the valve package i s  a 40 f t .  dump line,  
The valves which control the flow of cryogenic liquids o r  gas  must  
be  in proper  working o rde r .  
f r e e  of all ma t t e r  which would jam o r  clog the valves and flow passages.  
The sys t em must  be d r y  and f r e e  of water  since ice  formed during the 
LH o r  LN runs could lodge i n  the valve seats .  C a r e  has  been taken to  
ensu re  that no dust or  foreign mater ia l  has  entered the valve package and 
gas  l ines  by sealing all connections during this inactive period. This 
does not preclude the possibility that some foreign mater ia l  may have 
The liquid hydrogen system must  a l so  be 
2 2 
3 
. 
entered the  sys tem during the LH 
cor ros ion  of the 3-in. diameter  copper vent line has  not taken place. 
experiments i n  August 1964 o r  that 2 
The procedure for  t leaning the valve package and associated gas 
and t r ans fe r  l ines i s  outlined below: 
1. The valve seats  of the cold valves were  vacuumed 
through external  connections where possible. 
2.  The three  solenoid-operated warm gas  valves on the 
valve package were  disassembled and the valve s tem 
seals  and sea ts  of these valves were  carefully in-  
spected and cleaned, where necessary .  
previous contract  we had difficulty with gas  flow 
through one of the solenoid-operated w a r m  gas valves,  
The diaphragm on these valves contain two holes 
diametrically opposite with one slightly l a rge r  than 
the other.  
alignment with a n  aligning pin. 
it was found that the diaphragm had been installed so 
that these holes had been interchanged; when this 
was cor rec ted  the problem was eliminated. 
During the 
One is f o r  gas flow and the other for  
During disassembly 
3. Every line in  the valve package and all l ines connected 
to  the valve package were flushed with d r y  nitrogen gas 
and the gas l ines sealed. 
4. T o  break  loose attached par t ic les  the valve package 
was "cold-shocked'' and flushed with LN2. LN2 was 
allowed to  flow out of the 3-in. diameter  copper vent 
and the 3/4- in .  diameter. vaaiuim j a c k c t e d  durr,p lines. 
5. At LN2 tempera ture  the valves were  checked for  
proper  seating and operation by allowing LN2 on one 
side of the valve and using a forepump on the other 
side. Under this condition a vacuum of about 7 x 
mm of Hg was obtained, which is as  good as  was 
originally obtained under the previous contract  
NAS 3-4214. 
6. The valve seats  of the cold valves were  again cleaned 
to  remove any foreign ma te r i a l  flushed into them by 
LN2.  
4 
. 
. 
7. The valve package w a s  then evacuated to  remove any 
water  and filled with gaseous nitrogen a t  a positive 
p re s su re  of about 15 psig. 
C.  Connections f r o m  LH Cryostat  t o  Valve Package 
These a r e  the connections from the LH 
2 
cryostat  t o  the valve 2 
package : 
1. Five 1 /2-in. diameter  vent l ines .  
2 .  One 2-in. diameter  vent line 
3 .  One vacuum jacketed vent line which se rves  as the 
f i l l  and dump line,  and the annulus line which relieves 
the p re s su re  between the inner and outer dewar i n  
case  of emergency. 
with a helium leak spectrometer  pr ior  to  use.  
was found that a number of pinhole leaks were  present 
in one of the flexible vent lines. 
due t o  the many t imes  this line was  flexed when the 
cryostat  was rotated during the previous contract  
period. 
pinholes, the integrity of the other vent l ines was 
suspect ,  therefore  all of the 1 /2  -in. diameter  vent 
lines will  be replaced. 
L N  checkout on January 17, 1966. 
The vent l ines were  checked 
It 
This i s  undoubtedly 
Although only one vent line was found to  have 
This will  be done pr ior  to  the 
2 
D. "Bottle Farm" 
The Itbottle farm" is an  a r r a y  of nitrogen or  helium gas bottles 
which a r e  used f o r  purging and f o r  supplying the valve d r ive r s .  
types of purging a r e  required and therefore  two sys tems a r e  used. 
t h i rd  sys tem i s  used f o r  supplying the valve dr ives .  
a c t s  a s  a n  emergency supply fo r  quick dumping of the LH 
of the vent and dump l ines ,  and t ransfer  of the LH within the cryostat ,  
The other system supplies a small  constant purge on the dump and vent 
l ines  and when necessary  on the cryostat .  
the  L N  
which is used f o r  the valve d r ive r s ,  always uses  gaseous nitrogen. 
Two 
A 
One system 
heavy purging 2 '  
2 
Gaseous nitrogen is used fo r  
runs and gaseous helium f o r  the LH2 runs.  The th i rd  sys tem,  2 
5 
I .  
During the last contract  period both the gaseous helium and nitro- 
Since the gaseous helium is now Govern- gen were  supplied in cylinders. 
ment furnished it will be supplied by a tube t r a i l e r  and this will requi re  
replumbing the bottle f a r m  since cylinders will still be used for the LN 
checkouts, but the t r a i l e r  will be used when the LH runs a r e  made. This 
replumbing will be completed pr ior  to the LN 
2 
2 
run  of January 17, 1966. 2 
E. Transfer  Lines f rom the Valve Package to  the LH 
Dewar 
Sup 1 2 3  
A l l  of the vacuum-jacketed lines were  checked out and the same 
These include vacuum existed as on the previous contract NAS 3-4214. 
some of the l ines mentioned in 11. C. and a l so  a section of t ransfer  line 
about 40 f t  in  length extending from the valve package to the outer edge of 
the l inear  acce lera tor  building. 
Ear ly  in the contract  period problems a r i s e  with a 3/4-in.  O.D. 
by 0. 035-in. wall thickness vacuum jacketed t ransfer  l ine which mated 
with the l ine mentioned above and w a s  used t o  locate the s torage dewar at 
a safe distance.  This t r ans fe r  line was  about 50 f t  long and was originally 
borrowed f r o m  Convair Division, General Dynamics. At the completion of 
the previous p rogram we had requested that the l ines be retained for our 
use  on the new program. 
gen contracts ,  COrlvaii- Eivis i~n  1210ved f r n m  a temporary  s i te  to a perman- 
ent installation and these l ines appear to have become inadvertently scrapped. 
Since the previously borrowed lines were  not available, we borrowed f r o m  
Convair Division the only other t ransfer  l ines which were  available. 
l ines  appeared to  be in a poor condition but were  taken to  determine i f  they 
could be repaired.  
i r reparable .  
taken to  locate  50 ft of acceptable t ransfer  line. 
However, in  the in te r im between the liquid hydro- 
These 
After  examination it was determined that they were  
As a r e su l t  of the above a very  thorough sea rch  was under- 
6 
We contacted F o r t  Worth Division, General  Dynamics, Convair 
Division, and Liquid Carbonic Division, General  Dynamics. F o r t  Worth 
had l /Z-in.  t ransfer  line and Liquid Carbonic Division had 30 f t  of 1-1/4-in. 
flexible t r a n s f e r  line. Dr.  John Liwosz (NASA Project  Manager) searched 
NASA-Lewis Research  Center and the Plumbrook installation without 
success .  
NASA-Lewis) has a l so  searched NASA-Lewis and Plumbrook without 
success .  He was able to  find 66 ft of 3-in. diameter  t ransfer  line Bt 
Convair Division, which had not been previously used and was originally 
slated for the Centaur program. This line was available. However, the 
cos t  of the t ransfer  line i s  essentially in  the cost  of the connections. 
cost  of 50 ft of s ta inless  s teel  tubing, both the inner and outer members ,  is 
less than $400. Since the t ransfer  l ine could be purchased for about $1, 500 
this indicates that the cost  of the connectors was about $ 1 ,  100. 
male  connector which must mate to the existing t ransfer  line is  a 3/4-in. 
Camco o r  NBS. To go to  any section of t ransfer  line such as the 30 ft of 
flexible line f r o m  Liquid Carbonic Division, requi res  two connectors at 
one end, i. e , ,  a mate to  the 3/4-in. Camco and the 1-1/4-in.  t ransfer  
l ine.  At the other end a 1-1/4-in.  connector and a mating connector to  
the supply t r a i l e r  would be needed, making a total of four connectors which 
would be required.  This situation becomes more  costly as the s ize  of the 
connector i nc reases  as it would for the 3-in. diameter  t ransfer  line which 
could be borrowed f r o m  Convair Division. 
could be purchased would a l so  require only four connectors and would not 
impose the constraints on the equipment a s  would the l a rge r  o r  smal le r  
line. The additional cost, i f  any, would be in  the s ta inless  s t ee l  tubing. 
On this  bas i s ,  the t ransfer  line was purchased with existing contract  
funds f r o m  Cryogenic Engineering Company. 
George Vi l a  (General Dynamics Technical Representative at 
The 
The fe- 
The 50 f t  t ransfer  line which 
7 
The purchased t ransfer  line is composed of two 25-ft sections.  
One end of one section connects with the 3/4-in.  Camco and the other end 
is a 3/4- in .  Marmon connector. 
3/4-in.  Marmon connector and a 2-in. A i r  Fo rce  connector which mates  
with the Cosmodyne supply t ra i le r  to be furnished by Convair Division. 
However, it can a l so  mate to the Beech supply t r a i l e r  which is a n  a l t e r -  
nate to  the Cosmodyne and to a Linde supply dewar in  case  the t r a i l e r  
must  be supplied by NASA WOO. 
The other section has a mate to the 
The 50 f t  vacuum t ransfer  l ine is expected to  a r r i v e  on January 10, 
1966. 
F. Liquid Hydrogen Console 
I "' 
i 
The liquid hydrogen console, which is remotely located in a room 
separa te  f rom the liquid hydrogen cryostat ,  is the control center  for  all 
valves.  
out of the Cu-Con thermocouples in  the dewar, two remote  monitoring 
TV sys tems,  a sensit ive p re s su re  gage, hydrogen sniffers ,  remotely- 
operated valves for CO purging of the enclosed a r e a  surrounding the 
dewar and a tempera ture  readout of the Fe-Con thermocouples used to  
monitor f i r e s  in the a r e a  of the LH 2 
system- had been dismantled for use  on other projects  it w a s  necessary  to  
re ins ta l l  i t ,  and to  completely recheck all control c i rcu i t ry  for  proper  
functioning. When the control c i rcui t ry  was reinstated some modifica- 
t ions were  found necessary  and convenient. Fo r  instance,  the location 
of the liquid hydrogen console w a s  changed to  isolate it during c r i t i ca l  
operations and the e lec t r ica l  components which compr ise  the liquid hydro- 
g e n  console were  rear ranged  to occupy two racks r a the r  than one. 
changes provide a more  efficient operation of the facility and f rom the 
safety aspect ,  give the operator more  complete control of all situations 
f r o m  his  operating position. 
It a l so  contains the liquid level indicators,  the tempera ture  read-  
2 
cryostat .  Since a portion of this 
These 
8 
G. 
The support s t ructure  for the liquid hydrogen (LH ) cryostat  used 
It required com- 
New Support Structure for the Liquid Hydrogen Cryostat  
2 
on the previous contract  was not entirely satisfactory.  
plicated and tedious adjustments to align the probe tube and the flight path 
precollimator and constant checking between hydrogen runs was necessary 
to insure that alignment had been maintained, and it was extremely sensi-  
tive to  external contacts such as bumping o r  jarr ing,  and difficult to  t rans-  
late. The older support structure was composed of two par ts :  
column with a cantilever a r m  support s t ruc ture  supplied by Cryenco, 
who a l so  built the LH2 cryostat ,  and the table upon which this support 
s t ruc ture  was placed to  give the cryostat  mobility and the necessary ve r -  
tical and la teral  movements for alignment with the flight path system. 
a single 
Early in this contract  period a new support s t ructure  was designed, 
then l a t e r  built and tested. This support sys t em is shown in Fig. 1 .  A s  
can be seen the support structure and table have been incorporated into a 
single unit. Furthermore,  two crossmembers  instead of one have been 
used for  the s t ructure  making the s t ruc ture  s turdier  and l e s s  susceptible 
to  deflections under load. 
a t  the top of the support  structure;  they a r e  shown in more detail  in F ig .  2 .  
Lateral movement is provided by a manually operated lead screw drive 
which is shown i ~ ?  F ig .  3 .  
wheeled car r iage  which can  be seen in Figs .  1 and 4. 
ments the support s t ructure  is bolted to the floor. 
supporting the cryostat  has  proven to be more  mobile, s turdier ,  eas ie r  
to  align, and to  keep in alignment. 
Vertical movement is provided by sliding wedges 
Mobility is obtained by a removable screw-on 
During experi-  
This new method of 
P r i o r  to  actual use the new support  s t ructure  and car r iage  were  
subjected to a load tes t  as an  additional safety measure.  
w a s  used a s  a mockup of the hydrogen cryostat  and served as a t e s t  of 
the integrity of the s t ructure .  
2000 lbs which the cryostat  weighs when it is filled with liquid nitrogen. 
A 4000-lb load 
This was twice the anticipated load of 
9 
F i g .  1--Liquid hydroger c ryos t a t  support  sys t em 
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CONNECTING LEAD SCREW DRIVE 
WEDGES PLATE A SS E M B LY 
Fig. 3 -  -Liquid hydrogen support s t ruc ture .  La tera l  movement is 
provided by the lead screw drive assembly.  
12 
* 
1 3  
The wedge devices which a r e  used to  ra i se ,  lower, and move the cryo- 
stat horizontally were  tested with a 1000-lb load which is slightly more  
than the empty cryostat .  These adjustments a r e  made when the dewar 
i s  empty. The ca r r i age  which ra i ses  the ent i re  support s t ruc ture  with 
the cryostat  and gives mobility to the sys tem was tested with 1000 lbs.  
All of these tes t s  were  successful and proved the versati l i ty and s im-  
plicity of this design over the original design. 
"I" beam support a t  the edge nearest  the support point of the cryostat  
was 0. 028-in. with the 1000-lb load and this weight is slightly more  than 
the weight of the cryostat  filled with liquid hydrogen. 
The displacement of the 
111. DELIVERY SCHEDULE AND S U P P L Y  OF L N 2  AND LH2 BY 
CONVAIR DIVISION, GENERAL DYNAMICS 
-
During the l a s t  contract  period, much difficulty was experienced 
in obtaining L N  and LH f r o m  Convair Division. One of the main prob- 
l e m s  was  the lack of contact o r  communication with someone who could 
2 2 
be responsible for seeing that the G F P  (Government Furnished Product)  
LN2 o r  LH 
LNZ, LH In order  to  co r rec t  this 
si tuation Dr .  Liwosz, John Danicic (NASA, Contract Specialist), and 
technics! and cnntract  pcnple f rom General  Atomic met  with representa-  
t ives f r o m  Convair Division. 
agreed  upon and signed by the above which details ,  among other things, 
delivery dates and conditions under which these dates may be changed. 
would be delivered as scheduled. Fo r  the present  contract ,  2 
and gaseous helium a r e  all GFP .  2 
This meeting resulted in a wri t ten document 
IV. HYDROGEN SNIFFERS 
A hydrogen sniffer is an electronic device which warns  that hydro- 
gen  is present  at some percent of L E L  (lower explosive limit). The 
14 
. 
hydrogen sn i f fe rs  forewarn  that leaks a r e  present  in the sys tem before 
hydrogen concentration is at the explosive level. 
obtained on loan a demonstration model hydrogen sniffer sys tem f r o m  
General Monitors, Inc. , for use during the actual liquid hydrogen mea-  
surements .  
isfactory on a high radiation field such as i s  found at the l inear  acce lera-  
to r .  
sensing element. 
sniffers f rom F o r t  Worth Division but they were  needed for a program 
at Fort Worth Division. 
On the last contract  we 
They were  used on a t r i a l  bases  and proved to  be quite sat- 
This hydrogen sniffer system used bifilar platinum wi res  for the 
Originally, we had planned to  borrow the hydrogen 
General Monitors, Inc. , now has a commercial  unit at a lower 
and competitive price,  which uses a thermis tor  coated with a catalyst  in 
a bridge circuit .  
We obtained a demonstration hydrogen sniffer sys t em f rom General  
Monitors, Inc. , to  determine i f  the thermis tor  in the sensing head could 
withstand the high radiation fields attendant with an  electron l inear  accel-  
e r a t o r .  These thermis tor  sensors  have been used successfully in fa i r ly  
high radiation fields around a reactor at F o r t  Worth Division. The test. 
involved placing the probe in a radiation field (shielded by 4-in. of lead) 
in which the integrated dose would be equal to the total of the two LH 
experiments,  
difficult and e r r a t i c .  
was  not cer ta in  whether the failure of the sensory element was singular,  
it was decided to  i r rad ia te  two such sensing elements.  
iations a r e  parasi t ic ,  i t  has  not been possible a s  of this date to obtain 
a integrated dose g rea t e r  than 1/4 of the amount expected for the two LH 
experiments.  Since t ime  i s  running out, two approaches remain: ( a )  use 
the thermis tor  sensor  outside the radiation a r e a s  and use bifilar platinum 
s e n s o r s  for  use in the high radiation a r e a s ,  o r  (b)  buy two spare  thermis-  
t o r  sensor  heads for  the two sensors  which will be located in the high 
radiation field and use them a s  backups in the event of failure.  
The preamplifier can be remotely located up to  2000 f t .  
2 
After this t e s t  the calibration of the sensory probe was 
This was t raced to  the sensing element. Since it 
Since these i r r a d -  
2 
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V. WATER-COOLED FAST NEUTRON SOURCE 
A water-cooled fast  neutron source  has been constructed to  r e -  
place the air-cooled isotropic fast neutron source used in the previous 
program. 
ability and hence fas t  neutron production. 
be of the same design as the air-cooled source except that  a jacket will  
allow a thin layer  of water  to flow around the depleted uranium sphere  and 
a l so  i n  front of the surface which the electron beam s t r ikes .  The water  
jacket assembly has been completed but final assembly is pending on the 
a r r i v a l  of the 3-in. diameter  uranium sphere.  This sphere  will have an  
electroplated under coating of copper and an  overplating of nickel similar 
to the air-cooled source .  The manufacturer had some difficulties in  
coating the surface which the electron beam s t r ikes ;  the first source  was 
rejected for this reason. 
me te r  cylinder which extends to within 0. 33-in. of the center of the 
sphere  and is ve ry  cr i t ical .  
the air-cooled ta rge t  and was an important factor in res t r ic t ing the power 
level  which could be used with the air-cooled source.  
been solved by the manufacturer by making the sphere f r o m  a forged 
uranium ingot. 
ium ingot. The source  is expected to a r r i v e  the f i r s t  week in Jaixar-y. 
The isotropy of this source  will be checked in January for comparison 
with the air-cooled ta rge t  used on the previous contract .  
The air-cooled source was l imited in its heat dissipation cap- 
The water-cooled source  will 
This surface is at the bottcm of a 1-in. dia- 
This difficulty was a l so  encountered with 
This problem has 
This has eliminated the porosity found in  the cas t  uran-  
VI. THERMAL NEUTRON MEASUREMENTS 
The first s e t  of measurements  will be made a t  thermal  energies  
in  LHz. The flight path collimation sys t em was s e t  up during the first 
cont rac t  period to  cover the entire energy range f r o m  thermal  to  fast ,  
but only a t  f a s t  neutron energies had any extensive measurements  been 
made to  prove the effectiveness of the collimation. The leakage spec t rum 
16 
f rom a standard geometry was measured to determine the effectiveness 
of the collimation sys t em fo r  thermal  neutrons a The standard geometry 
consists of a 12 in. by 12  in. by 2 in. 1% borated polyethylene assembly 
with a 4 in. thick lead wall to distribute the fast  neutron source  which is 
placed just  off the axis of the assembly.  
geometry i s  well known and has been used for  many yea r s  by the General 
Atomic neutron thermalization group a s  a check on i ts  overall  sys tem which 
includes their  precol l imator ,  flight path collimation, and detector .  The 
precollimator,  flight path collimation, detector,  and detector positioning 
and housing were  the s a m e  a s  were used for the fas t  neutron measurements .  
The distance f rom the end of the precollimator to  the surface of the stand- 
a r d  geometry assembly was  28-in. ; this is the same  distance a s  that used 
for the fast neutron measuremeEts and is expected to  be used for the ther -  
mal measurements  in LH,. 
mockup of the thermal  measurements  to  be performed in the LH When 
leakage spec t rum data a r e  reduced it will be possible to  determine i f  the 
The spec t rum f rom this standard 
Therefore,  the ent i re  geometry i s  an exact 
Y 
2’  
flight 
VI1 e 
path sys tem is adequate for use with the LH measurements .  
2 
FIRST CHECKOUT OF LIQUID HYDROGEN FACILITY USING 
LIQUID NITROGEN 
~~ ~ ~~ 
A s  mentioned previously a thorough checkout of each component of 
the liquid hydrogen facility has been made. 
liquid nitrogen ( L N  ) 9  which is the most  logical cryogenic fluid neares t  
To check the LH facility 
2 
2 
t o  LH temperature ,  was used. 
2 
The f i r s t  L N  checkout w a s  made on December 6, 1965. This check- 2 
out proved the ent i re  sys tem was, in general ,  functioning properly although 
some  minor problems were  encountered. 
was  found and repa i red .  
had apparently suffered radiation damage and swollen such that i t  was not 
mating properly with the female portion of the bayonet. One of the liquid 
leve l  lights did not indicate the level properly.  
A leak in the valve dr ive sys tem 
The teflon hose sea l  on the fill-dump line bayonet 
13 
There  a r e  two more  scheduled LN checkouts p r io r  to the first 2 
LH experiment. The operation of the LH facility is complex and 
potentially dangerous; these checkouts se rve  to  r e t r a in  and famil iar ize  
the personnel in the operation of this facility as well as to point out the 
numerous smal l  problems which a r i s e .  
2 2 
VIII. CHANGE OF SCHEDULE 
The third L N  checkout originally slated for February  4, 1966 has  
The third checkout was origin- 
2 
been rescheduled for February  14, 1966. 
ally scheduled for the week during which the l inear  acce lera tor  would be 
shut down for upgrading. 
checkout was rescheduled for the week before the actual LH 
ments .  
Since this shutdown has been changed, the LN2 
measure-  2 
The first LH measurement has  beer, rescheduled for February  2 
20, 1966, instead of February  14, 1966. Delivery of the gaseous helium 
has  been changed to  February  15, 1966, so that it will a r r i v e  pr ior  to  the 
LH2. 
IX. THEORETICAL CALCULATIONS IN THE FAST NEUTRON REGION 
Theoretical  calculations have been made i n  the fast neutron region 
which extends f r o m  15 to 0.5 MeV. 
a modified f o r m  of GAPLSN'l) which is called GGSN; it requi res  l e s s  
computer t ime to  run  since only down-scattering is considered. 
These calculations were  made with 
The liquid hydrogen cryostat  is a two-dimensional geometry.  It 
essentially represents  a cylindrical container of LH 
f iss ion source  at one end. 
GGSN is a one-dimensional S 
work  of GGSN, the geometry of the LH2 cryostat  can be represented 
e i ther  as a sphere  o r  slab.  
su l t s  of these calculations a r e  discussed below. 
with an isotropic 2 
The experimental  geometry is shown in Fig. 5 
t ransport  theory code. Within the f r ame-  n 
Both approaches have been used and the r e -  
18 
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A. Spherical  Geometry 
A volume source was used for the spherical  geometry calculations. 
The uranium in  the fast  neutron source was not included in the calculations. 
Instead, the source was approximated by a n  isotropic emi t te r  with in-  
tensity uniformly distributed over the target  sphere of radius 3. 81 cm.  
The input source was  the measured hemisphere - integrated source 
spec t rum of run 1, 6-28-65, which was  measured  under another program.  
The energy-group s t ruc ture  and Q ,  the group source intensit ies,  a r e  
l is ted in Table I. 
the source  was a rb i t r a r i l y  set  t o  zero;  group 10 i s  simply a catch-al l  
for  degraded neutrons. The energy groups were  chosen t o  adequately 
represent  the flux spec t rum and to allow co r rec t  calculation of neutron 
t ranspor t  at deep penetrations in liquid hydrogen. 
Since the spectrum was  not measured  below 0. 5 MeV 
Experience with s imi la r  calculations has shown that the off-zero 
degree  flux is relatively insensitive t o  the angular distribution of the 
source  neutrons. 
description; fur ther  work on the source charac te r i s t ics  which is now in 
p rogres s  under another program will  provide the information required 
f o r  0 flux calculations if  these should be des i red  la te r .  
0 
The flux a t  0 does depend on the details  of the source 
0 
Group c r o s s  sections fo r  hydrogen and stainless s tee l  were  ob- 
13 \ 
Only P tained f rom the GAM-I1 code. '-' 
o r  needed for  the small amount of s ta inless  s teel  involved, but P 
sections were  calculated for hydrogen. 
port  calculations in CH approximation of the hy- 
drogen  elastic scattering distribution is inadequate. The spectrum fo r  
group averaging was obtained f rom a B calculation (B = 10 c m  ) i n  
GAM-11, with a U fission source spectrum assumed a s  this  i s  suff i -  
ciently accurate  f o r  the purpose. 
t ion (n - 0. 04264 x 10 
s t ee l  microscopic c r o s s  sections averaged over the flux in pure hydrogen 
c r o s s  seciioiis -+ere avziilahle 
c r o s s  
0 
3 
Experience with neutron t r ans  - 
have shown that a P 2 1 
-10 -1 
3 235 
The hydrogen macroscopic c r o s s  s e c -  
24 -3 
c m  ) was obtained a s  well  a s  the s ta inless  
H -  
20 
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TABLE I 
GROUP SOURCE INTENSITY 
Group 
1 
2 
3 
4 
5 
6 
7 
8 
9 
10 
E ( M e V )  
14.92- 10. 00 
10.00- 7 . 4 1  
? 7 . 4 1 -  5 . 4 9  
5 . 4 9 -  4. 07 
4. 07-  3. 01 
3 .01 -  2 .02 
2 .02-  1 .00  
1.00- 0.743 
0 .743-0 .550 
0 .550-0 .41  e V  
3 
Q ( n / c m  sec) 
1.5446 
6.687 1 
17. 3894 
28, 0207 
38.3966 
65. 0463 
148.6630 
66.8939 
58.8153 
0 .0000  
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24 -3 
cm In the t ranspor t  calculation, an  atom density of 0. 0843 x 10 
was u s e d f o r  the s ta inless  steel .  
A prel iminary calculation i n  spherical  geometry was  c a r r i e d  
out with an S 
drogen thickness of 13 inches. 
mesh  should be used to  correspond m o r e  exactly with the angles in  the 
experiment ,  and to  represent  the forward-peak nature of the angular 
flux m o r e  exactly. 
sistent with the angular m e s h  and the mean f r e e  path, and since many 
intervals  a l so  have to  be included between the source and the liquid 
hydrogen, the s torage capacity of the computer was severely taxed. 
angular mesh  and 124 spatial  intervals  with a liquid hy- 8 
It was fe l t ,  however, that an  S angular 16 
Since the fineness of the spatial  mesh  has  to be con- 
The S16 calculation of 11-5-65 was performed f o r  the geometry 
shown in  F i g .  6 .  
of the  spectrum a t  a liquid hydrogen thickness of 4. 5-in.  , but there  is 
no m a t e r i a l  past the 4. 5-in. depth. The source  region and region b e -  
tween the source and f i r s t  stainless s tee l  baffle was taken as gaseous 
hydrogen (density 1. 5770 of the liquid hydrogen density). 
angular flux spec t ra  a r e  plotted in  Fig.  7 .  
This  approximates the geometry for  the measurement  
The calculated 
A s imi la r  calculation was made for  a liquid hydrogen thickness 
of 7 inches,  
in  Fig.  9 .  
The geometry i s  shown in Fig. 8 and the calculated spectra  
Previous experience had indicated that the angular flux f r o m  
would be quite insensitive to  whether o r  not additional ma te r i a l  0 0  0 -60 
was  present  beyond the 70.485-cm radius ,  which corresponds to  the 
position of the probe tube o r  the sampling point of the neutron spectrum 
in  the  experiment.  To check this,  the calculation was repeated on 
11 -9-65 with the geometry corresponding to  the 4 .  5-in. thickness (Fig.  6 )  
except that additional liquid hydrogen was included, to  a n  outside radius 
of 88. 265 cm. Also ,  since we suspected the s ta inless  s tee l  baffles had 
l i t t le  influence on the spec t rum,  they were  omitted. In Fig.10 the 4.5- in .  
22 
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Fig. 6--Geometry for 4.5-in.  GGSN 11-5-65. 
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Fig. 8--Geometry for 7-in. GGSN 11-5-65. 
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Fig .  9--LH spherical  GGSN, 7 - in . ,  11-5-65, P3S16. 2 
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calculation of 11 -9 -65 is compared with the 4. 5 -in. calculation with 
baffles but no hydrogen back-scattering a l s o  plotted in Fig.  7 .  Dif- 
fe rences  a r e  sma l l  and a r e  probably due to  the different amount of 
hydrogen behind the measurement  point. 
11 -5 -65 and 11 -9-65 calculations (not shown h e r e )  is a l so  very good 
at a penetration depth of 7 inches. 
Agreement between the 
Since the source spectrum used t o  der ive .  the source intensity 
f o r  the calculation was monitored in a different way than the spec t ra  
measu red  in the liquid hydrogen, a normalizing factor  must  be found 
to  re la te  calculated magnitude t o  experiment.  
under study; hopefully we can use the target  spectrum measured  a t  0 
through the empty c ryos ta t ,  with proper correct ion for coll imator s ize  
and detector efficiency. Meanwhile, we can compare shapes and 
angular distributions by a rb i t ra r i ly  normalizing at  one energy and angle 
This problem is s t i l l  
0 
Measurements  and the 11 -9 -65 GGSN calculations mentioned 
above for  the 4. 5 -in. penetration a r e  compared in  Fig. 11, normalized 
a t  37O (to 35. 5O) and 5 MeV. Agreement in  shape is not good, although 
the rapid r i s e  of measured  spectra  a t  low energies  may be due to  a n  
incor rec t  bias determination, which can  be cor rec ted  la te r .  Even so, 
the angular distribution is apparently not calculated accurately.  Since 
the discrepancy may ve ry  well  be due to  the approximation of tile ex-  
perimental  geometry by a sphere in  the calculation, we decided to  go to  :- 2 
the  other ex t reme geometry available to  us  in GGSN, namely a n  infinite 
slab. 
B. Slab Geometry 
In one -dimensional s lab geometry,  the la te ra l  extent is assumed 
infinite, a very  good approximation of the experimental  situation. 
advantage of the slab i s  that a surface source can be specified, avoiding 
the  need for  space points in the region between source and shield 
An 
1 
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NEUTRON ENERGY (HCV)  
Fig.10--LH spherical  GGSN, 4.5-in.  , 11-9-65, P3S 2 
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(in the spherical  GGSN a surface source can  be specified only on the 
outer radius) .  
incident i n  the experiment cannot be reproduced exactly in the one- 
dimensional calculation (no radial  dependence of angle or  intensity). 
We do have a special  vers ion  of GGSN f o r  s lab calculations which 
allows us t o  specify the angular mesh in  the input, ra ther  than being 
l imited to  equal intervals  a s  in the spherical  geometry.  
the angular distribution of the surface source can  be limited to  the 
f i r s t  interval  near ze ro ,  thus allowing us to  specify normal  incidence, 
plus o r  minus a range of angles about normal  incidence corresponding 
t o  the width of the f i r s t  angular interval. 
shape was  used as  i n  the spherical  calculations. 
of source  intensity to  that of the spherical  calculations, o r  experiment,  
has  not been c a r r i e d  out a s  yet. 
However, the t r u e  angular distribution of the neutrons 
Fur the rmore ,  
The same source  spectrum 
Absolute normalization 
The angular mesh boundaries (in ).I = cos 6 )  for  the GGSN slab 
calculation of 11 -13 -65, and the group surface source intensity, Q , 
a r e  given in  Table 11. 
s ide of the s lab,  so  the angles of in te res t  a r e  fo r  negative p .  
s ta in less  s tee l  baffles were  omitted. 
at nominal 4. 5-in. penetration (less two baffles of 0.  625 in. each o r  
4. 375-in. of liquid hydrogen) a r e  plotted in  Fig. 12. The curves  a r e  
seen  to  lie much c lose r  together than in the spherical  c a s e ,  and c loser  
than experiment.  
o r  0 f 51' .  The spectra  at  the nominal 7-in. penetration ( less  th ree  
baffles of . 0625 in. each o r  a liquid hydrogen thickness of 6. 8125 in. ) 
a r e  given in  Fig.  13.  
S 
The source is assumed to  be on the right hand 
The 
The angular flux spec t ra  calculated 
The source angular interval  is p = 1. 000 t o  0.  9999, 
0 
The total  s lab thickness was 3 3 .  0 cm.  
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F i g .  13,--LH slab, GGSN, 7 - in . ,  11-13-65. 
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TABLE I1 
SLAB GGSN, 1 1 -  13-65 
p bounds 
-1.00000 to -0.9999 
-0.9999 to -0.9788 
-0.9788 to -0.9530 
-0.9530 to -0.7782 
-0.7782 to -0.4254 
-0.4254 to -0.3880 
-0,3880 to 0.0000 
Group 
1 
2 
3 
4 
5 
6 
7 
8 
9 
10 
0.000 to 0. 125 
0. 125 to 0.250 
0.250 to 0. 375 
0.375 to 0.500 
0.500 to 0.625 
0.625 to 0.750 
0.750 to 0.875 
0. 875 to 1. 000 
Q 
-S 
1.5446 
6. 6871 
17.3894 
28, 0207 
38.5966 
64. 0463 
148.6630 
66.8939 
58.8153 
0.0000 
The angular intervals  specified i n  Table I1 a r e  considerably 
l a r g e r  than the angular resolution of the experiment a t  other than zero-  
degrees .  method is the average over the 
angular interval,  To s e e  if this had any effect on the resul ts ,  the ca1- 
culation w a s  repeated on 12-13-65 with the angular interval boundaries 
of Table 111, which include intervals at the experimental  resolution (the 
first angular interval is sma l l e r  than for the 11-13-65 calculation but 
this  was inadvertent), 
The flux calculated b y  the S 
n 
TABLE 111 
SLAB GGSN, 12-13-65$ NARROW SOURCE 
- 1,00000 to  -0,99999 
-0.99999 to  -0.97437 
-0.97437 to  -0,95630 
-0,95630 to -0.81915 
-0.81915 to  -0,77715 
-0% 777 15 to -0.62932 
-0. 62932 to -0,57358 
-0. 57358 to 0.00000 
p bounds 
0.000 to  0 ,  125 
0. 125 to 0,250 
0. 250 to  0. 375 
0,375 to  0,  500 
0,500 to 0.625 
0,625 to  0,750 
0,750 to 0.875 
0,875 to  1 ,  000 
Calculated spec t ra  for these intervals a r e  quite c lose to those in Figs. 12 
and 13, indicating the angular mesh to  be sufficiently good and the r e su l t s  
not very  sensit ive to  the angular resolution, 
Finally,, the influence of the angle of incidence of the neutrons 
was  investigated by increasing the width of the f i r s t  angular interval  to 
p = -0.97437 (Oo f 13O), 
plotted in Fig. 14and compared with the resu l t s  for the narrow source  
angular range of Table III* 
The resu l t s  at nominal 4.5-in. penetration a r e  
Since the intensity of the source  was not 
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Fig. 14--LH slab variable angle,  4. 5-in.  , 12-13-65. 
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changed to  compensate for 
spec t ra  a r e  normalized in 
the different width, the narrow-angle-source 
magnitude at 15 0 to  the wide-angle-source 
spectra ,  to  compare shapes and angular distributions.  Evidently the 
spec t ra  at 4 . 5  in. a r e  not very sensitive to  the angle of incidence. 
Comparison of experiment and the s lab calculations shows that 
the angular distribution is considerably more  forward peaked in the  cal-  
culations than in  the measurements .  
15O and 37' measurements  a t  7 in. a r e  compared with the 11-13-65 GGSN 
s lab  calculations ( f rom Fig.  13.), normalized a t  15O and 5 MeV. 
This is seen  in Fig.  15 where the 
Our conclusion is that neither the sphere  o r  the s lab  calculations 
a r e  able to represent  the geometry of the experiment,  and two-dimen- 
sional calculations a r e  called for .  
X.  WORK PLANNED FOR THE NEXT MONTHLY REPORT PERIOD 
In the next monthly report  period the LH cryostat  and support 
s t ruc ture  will be moved into position in front of the flight path sys tem.  
sheet metal  building will be built around the LH 
minimize the volume in which an  air change must take place and to  localize 
any hydrogen which might possibly escape.  Reinstallation of the safety de-  
vices  will be initiated. 
February  14, 1966. Theoretical  calculations of thermal  neutron spec t ra  in  
LH wiii be made using GAPLSX. Tine-cf-f l ight  m-easiirements will  be 
made on the water-cooled 3-in. diameter  depleted uranium source  to  de te r -  
mine i f  the isotropy and spec t ra  a r e  the same as for  the air-cooled source 
used on the previous contract .  
2 
A 
facility and will s e r v e  to 2 
Estimated date of completion of the installation i s  
2 
A number of mechanical devices will be designed, built, installed, 
and checked pr ior  to  the initial LH 
20, 1966. These i tems a r e :  the source  support, the remotely operated 
background plug for  the thermal  neutron measurements ,  and the holder for 
the aluminum slug used to monitor the runs .  
around the top of the LH 
and installed.  
run  scheduled at this t ime for  February  
2 
The platform for working 
cryostat and support  s t ruc ture  must  be modified 
2 
The water  jacket must  be mounted around the uranium source .  
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Fig. 15--Measured spectra  at 7-in. compared with 11 - 13 -65 
GGSN slab calculation. 
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